
MASSTONE
PRODUCT

NO.

PIGMENT

LOADING
DESCRIPTION

C.I.

NO.

LIGHT

FASTNESS

ALKALI

RESISTANCE

9B989 45.0% (PO)NPGDA PK 7 8 5

9W892 75.0%
White (Qpaque)

(PO)NPGDA
PW 6 8 5

9R1519 30.0% (PO)NPGDA QA Mix 8 5

9R1517 30.0% (PO)NPGDA PR 48:2 6-7 4

9R870D 20.0% (PO)NPGDA QA Mix 8 5

9S949D 20.0% (PO)NPGDA PV 23 8 5

9S1494 35.0% (PO)NPGDA PB 15:4 8 5

9S1221 25.0% (PO)NPGDA PB 60 8 5

9Y1231D 25.0%
(G/S) Yellow
(PO)NPGDA

PY 185 5 3

9Y1397 15.0%
(R/S) Yellow
(PO)NPGDA

PY 83 5 5

9Y1480 25.0%
Orange

(PO)NPGDA
PO 5 5-6 5

highly transparent

uv dispersions for coatings

400 OLD DUBLIN PIKE :: DOYLESTOWN, PA USA 18901-2356 :: PHONE: 001+866.617.7366 :: FAX: 001+866.597.7366 :: PENNCOLOR.COM


